NOTES

1. AREAS ADJACENT TO PROPOSED BITUMINOUS MAINTENANCE DRIVEWAYS
DISTURBED BY CONSTRUCTION WILL BE TOPSOILED, (152) LANDSCAPED
USING IDOT CLASS | SEED MIX (901) AND MULCHED (908).

2. EXISTING AGGREGATE SHOULDER AND GRAVEL FIELD ENTRAMCE
REMOVAL TO FACILITATE NEW MAINTENANCE DRIVEWAY CONSTRUCTION
SHALL BE PAID FOR AS UNCLASSIFIED EXCAVATION (152).

3. TYPE 2 BARRICADES WITH LONG LEGS ARE REQUIRED FOR U.S. ROUTE
30 EDGE DROP—OFFS GREATER THAN 2" (COST INCIDENTAL TO THE
CONTRACT).

4. TEMPORARY FLAGGING ON U.S. ROUTE 30 MAY BE REQUIRED FOR
MATERIAL DELIVERIES (COST INCIDENTAL TO THE CONTRACT).

S. CONTRACTOR SHALL INSTALL UTILITY MARKER BY FLEXSTAKE OR EQUAL
AT EACH END OF CONDUITS (COST INCIDENTAL TO CONDUITS).

LEGEND

¢ DRIVEWAY
N 6" 6 | & 6
MATCH EXISTING

CROSS-SLDPE

NEW 27 BITUMINOUS
SURFACE COURSE (401)

NEW 8" CRUSHED
AGGREGATE BASE COURSE (20%)

SEEDING (901) AND MULCHING
(908) IF NECESSARY
NEW BITUMINOUS

PRIME COAT (602)

FOR CONTINUATION

a2

NEW TOPSOQILING (152),

A
;MATCH Exmmg VERTS)

SEE SHEET ARR—D-| MALSR—CO1 !

NEW B” THICK AGGREGATE —idin

.,

/

NEW Js" THICK AGGREGATE
MWANCE AREA (TYPICAL)

H

H
H
i

NEW MALSR LIGHT
TOWER (TYPICAL)

1 REMOVE AND REPLACE EXISTING 38 LF OF 24" CMP AND ———
i METAL END SECTIONS (MATCH EXISTING INVERTS)

NEW EAST BITUMINOUS MAINTENANCE ——
DRIVEWAY WITHIN 1IDOT R.O.W.

AT EXISTING FARM FIELD ENTRANCE

(40" FROM ROUTE 30 CENTERLINE)

~§ XREF DWG:

PATH: K:\042850400\DRAW\SHEETS
FILE: rte30row.dwg

UPDATE BY: .

SURVEY BOOK #

XREF DWG:

DATE: .

REVISIONS
NUMBER BY DATE
o] 1 2

THIS BAR IS EQUAL TO 2"
AT FULL SCALE (34x22).

AURORA MUNICIPAL AIRPORT
AURORA, ILLINOIS
CONSTRUCT RUNWAY 33 ILS;
RELOCATE RUNWAY 9 LOCALIZER
SITE PLAN

RUNWAY 33 MALSR U.S. ROUTE 30

EAST DRIVEWAY
|77 /<] NEW BITUMINOUS PAVEMENT
- 12' 12" ”
NEW GRAVEL ACCESS ROADWAY/MAINTENANCE AREA -} i . ..
NEW GRS CONDUIT E
NEW POWER AND CONTROL CABLES z
TING a
—u—a ToH X ExTN
PROPOSED TYPE 2 BARRICADES Mégoss—SLO"E o CRoss NG
— — —— — EXISTING RIGHT OF WAY (R.O.W.)
x EXISTING FENCE - -
PHE EXISTING OVERHEAD ELECTRIC
-©- EXISTING UTILITY POLE
NEW 2" BITUMINOUS L NEW BITUMINOUS
v EXISTING WATERMAIN SURFACE COURSE (401) PRIME COAT (802)
T EXISTING TELEPHONE LINE " I NEW TOPSOILING (152),
NEW 8" CRUSHED
SEEDING (901) AND MULCHING
s EXISTING GAS LINE AGGREGATE BASE COURSE (208) {308) IF (NECE)SSARY ~~~~~~
e 5303 e EXISTING. CONTOUR WEST DRIVEWAY
V EXISTING BUILDING
(L Sl MAINTENANCE DRIVEWAY TYPICAL SECTIONS
XA EXISTING TREE TO BE REMOVED NOT TO SCALE
NG . W/ TRUNK DIAMETER
<97
",,«./" -~ ‘,.),.w" e ., “\“‘\\ \\\\
L e e ~. T e, ACCESS RQAD (TYPICAL)
s —NEW PRIMARY ELECTRIC o S T
o CABLE TO-RUNWAY 33 . T
e _.CUDESLOPE (BY OTHERS, e . }
- J— ~§~"""EXACT LOCATION TO BE A
— DETERMINED BY COMED) e SN .
o - <, e \ N CONTRACTOR SHALL GRADE FOR ACCESS
o e © i SR DRIVEWAY SUCH THAT MAXIMUM GRADE
e R ™ \ 5102 %
A S Sm— » et \ ‘-\
8 EXISTING DOUBLE 16' SLIDE.GATES ™ e A \
g S~ NEW MALSR SHELTER, TRANSFORMER PAD),
o 8 % AND 8" THICK AGGREGATE MAINTENANGE AREA
e . “(SEE SHEET ARR~D-MALSR33-C03) S
s A
/ o “NEW PRIMARY ELECTRIC CABLE N
! - (BY OFHERS, EXACT LOCATION
/ 10 BE DETERMINED._BY COMED)
N I | R ¢« i VA N B /. -« AN A
rd e i S 7t e T . e N < o e 1 T RS
REMPVE 34 LF OF EXISTING 30" CMP —
ANDREPLACE w/é/iw LF OF Nzrs4 CMP

EV r—EXlSTlNG R.OW.

i
\ \ NEW -86LF
\ \ / 2B .4" Gl
\ LSR'S_SPACE
N Y]
MALSR
STA. 566+26.85, 151 89 KT

.5 RUNWAY 5/33

EXISTING AIRPORT
PERIMETER FENCE

e

_L__.....X..__.._._quw..w.x.._.

I T=

© Copyright CMT, Inc.,

\ 100" 10° R (TYPICAL)
AY
\ =

e

= —
EXISTING R.O.W. H

H

{ PROPOSED TYPE 2 BARRICADES ~crmrmrorecs
‘ AT U.S. ROUTE 30 PAVEMENT EDGE SPACED 15’
1’ APART DURING DRIVEWAY CONSTRUCTION

(SEE NOTE$ 3 AND 4)

Y { 7

NEW WEST BITUMINOUS MALNTENANCE -
DRIVEWAY WITHIN 1DOT R.OW.
AT EXISTING FARM FIELD ENTRANCE o
(40/ FROM ROUTE 30 CENTERUNE) p o

PROPE]
OPERTY LiNE /

& | EXISTING TREE TO
k| BE CLEARED AND GRUBBED W/ ™~ -
.. &1 TRUNK DIAVETER. THE VOID SHALL
~. &, FILLED, TOPSOILED AND LANDSCAPED

aj (TYPICAL)

RPOR

\ EXISTING UTILITY POLE WITH OVERHEAD

ELECTRIC, CABLE TV FIBER OPTIC AND
TELEPHONE TO BE REMOVED. UTILITY
CABLES TO BE INSTALLED UNDERGROUND
(BY OTHERS)(TYPICAL)

BEGIN FENCE 100" FROM ——~—~—*—-/

RUNWAY 15/33 CENTERLINE EXTENDED

NEW 6' CLASS E FENCE

RELQCATED 16" MANUAL SLIDE GATE

PROPOSED TYPE 2 BARRICADES AT 1.5, ROUTE 30
PAVEMENT EDGE SPACED 15° APART DURING DRIVEWAY
CONSTRUCTION (SEE NOTES 3 AND 4)

SEE SHEET ARR~D~MALSR33~-C02
FOR CONTINUATION

CRAWFORD, MURPHY & TRLY, INC.
CONSULTNG ENGINEERS

License No. 184-000613

 cur

DESIGN BY: CAl.
DRAWN BY: JROQ
CHECKED BY: CAL
APPROVED BY:

DATE: 03/03/06
JOB No: (4285~04

ILLINOIS PROJECT: ARR~3468
ALP, PROJECT: 3-17-0003-B31

FINAL SUBMITTAIL

SHEET 16 OF 86 SHEETS



